SECTION 02513 — ASPHALTIC CONCRETE PAVING

PART 1 — GENERAL

1.01

1.02

RELATED DOCUMENTS:

Drawings and general provisions of the Contract, including General and
Supplementary Conditions and Division 1 Specification Sections, apply to this
Section.

SECTION INCLUDES:

Furnish all labor, materials, sand, and equipment necessary to provide markings
on previously constructed pavement as indicated on the drawings as specified
herein.

PART 2 - PRODUCTS

2.01

MATERIALS:

Materials for roads and parking areas shall be constructed in accordance with the
below-listed sections of the counties “HAWAII STANDARD SPECIFICATIONS
FOR ROAD AND BRIDGE, 2005” and its amendments and the “STANDARD
DETAILS FOR PUBLIC WORKS” dated September 1984 and its amendments,
except as in the plans and/or specifications herewith. (Paragraph concerning
Measurements and Payments in the sections are not applicable to this project.)

1. Aggregate for Untreated Base .............ccoveeiiinies Section 703.06
2. Bituminous Material............coooiiiiiiiiii, Section 702
3. Asphalt Concrete Pavement...............cooeeiiiients Section 401

Mix shall be No. V

PART 3 - EXECUTION

3.01

INSTALLATION:

The Contractor shall stake out the areas to be paved, using grade stakes on which
the final finish elevations are clearly marked. All such stakes and elevations shall
be approved by the Consultant before any work is done.

Existing weed growth shall be treated with weed Killer prior to paving. Weed Killer
shall be applied per the manufacturer’s directions.

The Contractor shall notify the Consultant 24 hours in advance before application
of weed killer.
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D. Installation of asphaltic concrete resurfacing and aggregate base course shall be in
accordance with sections noted hereinbefore.

3.02 REPAIR OF EXISTING A.C. PAVEMENTS:

Any existing asphaltic concrete pavements including roads, play courts and
walkways that have been damaged by construction activities shall be repaired to
the original condition and to the satisfaction of the Consultant. Damage done by
heavy equipment, especially on roads and yards not stable for such equipment,
shall be repaired to the original condition and to the satisfaction of the Consultant.

END OF SECTION
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