TANDARD NOTES FOR TELEPHONE INSTALLATION

1. SANDWICH ISLES CCMMUNICATIONS (SIC} WILL LOCATE

IT'S EQUIPMENT ENCLOSURE A MINIMUM OF 2'-0" FROM THE
ELECTRIC POWER METER. HOMEOWNER/DEVELOPER MUST ENSURE
THAT SUFFICEENT CLEAR SPACE IS ALLOWED FOR SIC TO MOUNT
IT'S ENCLOSURE.

2. THE HOMEOWNER /DEVELOPER 1S RESPONSIBLE FOR THE INSTALLATICN

OF TELEPHONE RJ-11 JACKS AND WIRING INSIDE THE HOUSE. INSIOE

WRING (IW) SHOULD BE 4-PAIR CATEGORY 5 WIRE HOMERUM FROM EACH
JACK TO THE SIC ENCLOSURE. LEAVE AT LEAST 3 FT. OF SLACK AT THE
ENCLOSURE. THE CONTRACTOR WILL TERMINATE THE IW TO SIC'S EQUIPMENT
THE HOMECWNER /DEVELOPER IS RESPONSIBLE FOR INSTALLATION OF

CATY CABLE INSIDE THE HOUSE. FOR CATV INSTALLATION SPECIFICATIONS
CONTACT OCEANIC CABLE COMPANY. LEAVE AT LEAST4 FT. SLACK CATV
CABLE AT OCEANIC ENCLOSURE.

3. THE HOMEOWNER /DEVELOPER SHALL PROVIDE A 15 AMP CIRCUIT AND
ELECTRICAL CCNDUCTOR AT THE INDICATED LOCATION. THE CIRCUIT
SHOULD BE DEDICATED TO SIC SERVICE AND LABELED AT THE CIRCUIT
BREAKER PANEL.
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