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CONSTRUCTION NOTES

THE ENGINEER RESERVES THE RIGHT TO MAKE CHANGES TO THE DRAINAGE SYSTEM AS SUCH CHANGES ARE
FOUND TO BE NECESSARY AS THE LAND IS CLEARED AND EROSION CONTROL CONSTRUCTION PROGRESSES.

ALL CONSTRUCTION LINES, GRADES AND SURVEY MONUMENT STAKEOUTS SHALL BE MADE BY LICENSED
SURVEYORS.

THE CONTIRACTOR SHALL NOTIFY THE ENGINEER SUFFICIENILY IN ADVANCE OF OPENING ANY OR UTILIZING
EXISTING BORROW PITS OR ON SITE BORROW, SO THAT A DETERMINATION CAN BE MADE AS TO THE
SUITABILITY OF THE BORROW MATERIAL TO BE INCORPORATED INTO THE ROAD CONSTRUCTION.

THE CONTRACTOR SHALL CONDUCT ALL TESTS AS REQUESTED BY THE ENGINEER AND BE RESPONSIBLE FOR
ALL EXPENSES INCURRED IN CONDUCTING THESE TESITS.

THE CONTRACTOR SHALL VERIFY THE LOCATION OF ALL EXISTING UTILITIES, WHETHER SHOWN ON THE PLAN
OR NOT, AND SHALL BE RESPONSIBLE FOR THE REPAIR OR REPLACEMENT OF SAME IN THE EVENT OF
DAMAGES DUE TO HIS CONSTRUCTION PRACTICES. THE CONIRACTOR SHALL COORDINATE HIS WORK WITH THE
RESPECTIVE UTILITY COMPANIES.

THE CONTRACTOR SHALL PROVIDE AND INSTALL ALL TRAFFIC CONTROL DEVICES IN CONFORMANCE WITH THE

"MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES FOR STREETS AND HIGHWAYS,” AND TO THE SATISFACTION
OF THE ENGINEER.

ALL VEGETATION, INCLUDING TREES, SHALL BE REMOVED FROM WITHIN THE ENTIRE GRADED ROADWAY
RIGHT-OF—-WAY.

NOTES FOR CONSTRUCTION WITHIN STATE RIGHT-OF-WAY

PERMIT CONSTRUCTION PLANS SHALL BE VALID FOR A PERIOD OF ONE YEAR FROM THE DATE OF
APPROVAL THEREOF. IN THE EVENT CONSTRUCTION DOES NOT COMMENCE WITHIN THIS ONE-YEAR
PERIOD, THE APPLICANT WILL BE REQUIRED TO RESUBMIT HIS CONSTRUCTION PLANS TO THE STATE
HIGHWAYS DIVISION, HAWAIl DISTRICT OFFICE, FOR REVIEW AND APPROVAL.

THE CONTRACTOR SHALL OBTAIN A PERMIT TO PERFORM WORK UPON STATE HIGHWAYS FROM THE

STATE HIGHWAY DIVISION, HAWAI'T DISTRICT OFFICE, AT 50 MAKAALA STREET, HILO, HI 96720, BEFORE
STARTING ANY WORK WITHIN THE STATE HIGHWAY RIGHT-OF-WAY.

UNLESS OTHERWISE SPECIFIED, ALL REFERENCE TO "ENGINEER™ SHALL REFER TO THE HAWAN DISTRICT
ENGINEER, AT THE ABOVE ADDRESS, OR HIS REPRESENTATIVE. ALL REFERENCES TO 'TRAFFIC” SHALL

INCLUDE BOTH MOTORIZED AND NON-MOTORIZED TRAFFIC (INCLUDING PEDESTRIANS AND BICYCLISTS),
WHERE THE CONTEXT MAY SO APPLY.

CONSTRUCTION AND RESTORATION OF ALL EXISTING HIGHWAY FACILITIES WITHIN STATE RIGHT-OF—WAY
SHALL BE DONE IN ACCORDANCE WITH ALL APPLICABLE SECTIONS OF THE CURRENT STANDARD
SPECIFICATIONS FOR ROAD, BRIDGE, AND PUBLIC WORKS CONSTRUCTION, AND THE SPECIFICATIONS
FOR_INSTALLATION OF MISCELIANEOUS IMPROVEMENTS WITHIN STATE HIGHWAYS, OF THE STATE

DEPARTMENT OF TRANSPORTATION'S HIGHWAYS DIVISION.

THE CONTRACTOR SHALL PROVIDE, INSTALL, AND MAINTAIN ALL NECESSARY SIGNS, LIGHTS, FLARES,
BARRICADES, MARKERS, CONES, AND OTHER PROTECTIVE DEVICES AND SHALL TAKE ALL NECESSARY
PRECAUTIONS FOR THE PROTECTION, CONVENIENCE, AND SAFETY OF THE TRAVELING PUBLIC. ALL
SUCH PROTECTIVE MEASURES AND DEVICES SHALL CONFORM WITH THE "ADMINISTRATIVE RULES OF
HAWAI'I GOVERNING THE USE OF TRAFFIC CONIROL DEVICES AT WORK SITES ON, OR ADJACENT 10,
PUBLIC STREETS AND HIGHWAYS', ADOPTED BY THE DIRECTOR OF TRANSPORTATION, AND THE
CURRENT U.S. FEDERAL HIGHWAY ADMINISTRATION MANUAL ON_UNIFORM TRAFFIC CONTROL DEVICES
FOR _SIREEIS AND HIGHWAYS, PART W — STANDARDS AND GUIDES FOR TRAFFIC CONIROLS FOR
STREET AND HIGHWAY CONSTRUCTION, MAINTENANCE, UTILITY, AND INCIDENTAL MANAGEMENT
OPERATIONS”. IF TRAFFIC MAY BE AFFECTED IN ANY WAY DURING CONSTRUCTION, A TRAFFIC CONTROL
PLAN SHALL BE INCLUDED INTO THE CONSTRUCTION PLANS AND MUST BE APPROVED BY THE
ENGINEER PRIOR TO THE ISSUANCE OF THE PERMIT.

ALL REGULATORY, GUIDE, CONSTRUCTION SIGNS, AND BARRICADES SHALL BE OF HIGH INTENSITY
REFLECTIVE SHEETING.

PAVEMENT STRIPING SHALL BE DONE BY THE CONTRACTOR, AND SHALL BE REPLACED IN KIND.

THE CONIRACTOR SHALL REFERENCE TO THE SATISFACTION OF THE ENGINEER, ALL EXISTING TRAFFIC
SIGNS, POSTS AND PAVEMENT MARKINGS PRIOR TO THE COMMENCEMENT OF CONSTRUCTION. THE
CONTRACTOR SHALL REPLACE OR REPAIR ALL TRAFFIC SIGNS, POSTS AND PAVEMENT MARKINGS
DISTURBED BY HIS ACTMITIES, AT NO ADDITIONAL COST TO THE STAIE.

ALL [ANES SHALL BE OPEN TO TRAFFIC DURING THE MORNING PEAK HOURS FROM 6:30 AM. TO
8:30 AM. AND DURING THE AFTERNOON PEAK HOURS FROM 3:30 PM. TO 5:30 P.M., AND DURING
OFF-WORK HOURS. FREE FLOW OF TRAFFIC SHALL BE MAINTAINED AT ALL OTHER TIMES, EXCEPT
WHEN OTHERWISE PERMITTED BY A TRAFFIC CONTROL PLAN APPROVED BY THE ENGINEER.

CONTRACTOR SHALL INFORM THE STATE PERMIT OFFICE, (808) 9338866, AT LEAST TWO (2) DAYS
PRIOR TO CLOSING OF ANY LANES.

TEMPORARY ROAD CLOSURES REQUIRE ADVANCE APPROVAL IN WRITING FROM THE ENGINEER AND A
NOTICE TO MOTORISTS MAY BE REQUIRED. SUBMIT THE NOTICE TO THE ENGINEER FOR REVIEW AND
ACCEPTANCE A MINIMUM OF 4 WEEKS PRIOR TO PUBLICATION.

UNPROTECTED PAVEMENT DROPOFFS GREATER THAN 2" WITHIN 8 FEET OF THE TRAVEL WAY SHALL
NOT BE ALLOWED DURING NON-WORKING HOURS, EXCEPT AS APPROVED BY THE ENGINEER IN
WRITING.

CLEAR SHOULDER AREAS SHALL BE MAINTAINED FOR BICYCLISTS AND PEDESTRIAN TRAFFIC AT ALL

TIMES. IF ONE SHOULDER IS TO BE CLOSED, APPROPRIATE SIGNS SHALL BE POSTED DIRECTING
BICYCLISTS AND PEDESTRIANS TO USE ALTERNATE SHOULDER AREA.

NO MATERIAL AND/OR EQUIPMENT SHALL BE STOCKPILED OR OTHERWISE STORED WITHIN HIGHWAY
RIGHT-OF-WAY, EXCEPT AT LOCATIONS DESIGNATED IN WRITING AND APPROVED BY THE ENGINEER.

THE MINIMUM PAVEMENT STRUCTURE SHALL CONSIST OF:
A RESIDENTIAL DRIVEWAYS:

1) 2" HOT MIX ASPHALT (HMA) PAVEMENT ON 6” AGGREGATE BASE COURSE OR 2" HMA
PAVEMENT ON 2-1/2" GLASSPHALT BASE (HMGB) COURSE OR HOT MIX ASPHALT BASE
(HWAB) COURSE.

2) 4" OF CLASS "A” CONCRETE REINFORCED WITH 6" X 6"-W2.9XW2.9 WIRE MESH ON 12"
AGGREGATE SUBBASE IF DEEMED NECESSARY BY THE ENGINEER.

B. COMMERCIAL DRIVEWAYS, SIDE ROADS AND UTILITY INSTALLATIONS ON MINOR HIGHWAYS.

1) 2-1/2" HMA PAVEMENT, 8" AGGREGATE BASE COURSE ON 12" AGGREGATE SUBBASE, OR
2-1/2" HWA PAVEMENT ON 8" HMGB COURSE OR HMAB COURSE.
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NOTES FOR CONSTRUCTION WITHIN STATE RIGHT-OF-WAY (CONT.)

2) 6" OF CLASS "A” CONCRETE REINFORCED WITH 6" X 6™—W2.9XW2.9 WIRE MESH ON 12°
AGGREGATE SUBBASE IF DEEMED NECESSARY BY ENGINEER.

C.  CHANNELIZED INTERSECTIONS AND UTILITY INSTALLATIONS ON MAJOR HIGHWAYS:
1) 4" HMA PAVEMENT, 8" AGGREGATE BASE COURSE ON 12" AGGREGATE SUBBASE, OR 4" HMA

PAVEMENT ON 8" HMGB COURSE OR HMAB COURSE, OR MATCH EXISTING PAVEMENT
STRUCTURE, WHICH EVER IS GREATER.

COMPACTION TESTS SHALL BE TAKEN IN ACCORDANCE WITH THE CURRENT 'SPECIFICATIONS FOR
INSTALLATION OF MISCELLANEOUS IMPROVEMENTS WITHIN STATE HIGHWAYS', AS FOLLOWS:

A SUBBASE: _1 COMPACTION TEST(S) PER LIFT EACH 300 LIN. FT. OF ROADWAY.

B. BASE COURSE: 1 COMPACTION TEST(S) PER LIFT EACH 200 LIN. FT. OF ROADWAY.

C. 1 _COMPACTION TEST(S) PER LIFT FOR EACH 200 LINEAL FEET OF TRENCH.
D. A COPY OF THE TEST RESULTS SHALL BE SUBMITTED TO ENGINEER FOR ACCEPTANCE.

NO OPEN TRENCH SHALL BE PERMITTED WITHIN THE CLEAR ZONE, DEFINED BY THE CURRENT EDITION
OF THE AASHTO ROADSIDE DESIGN GUIDE, EXCEPT WHERE SPECIFIED IN THE APPROVED TRAFFIC
CONTROL PLAN, OR AS APPROVED BY THE ENGINEER IN WRITING.

NO TRENCH SHALL BE OPENED MORE THAN 500 FEET IN ADVANCE OF THE INSTALLED AND TESTED
PIPE AND/OR DUCTLINE.

PRIOR TO COMMENCING TRENCH EXCAVATION WORK, THE CONTRACTOR SHALL TAKE A SURFACE
PROFILE ALONG THE CENTERLINE OF THE PROPOSED UTILITY TRENCH. THIS INFORMATION SHALL BE
USED IN VERIFYING THAT THE ROADWAY HAS BEEN RESTORED TO ITS ORIGINAL CONDITION. A COPY
OF THE TRENCH PROFILE SHALL BE SUBMITTED TO THE ENGINEER.

THE CONTRACTOR SHALL BE REQUIRED TO PROVIDE ADEQUATE, SAFE, NON-SKID BRIDGING MATERIAL
OVER THE TRENCH, INCLUDING SHORING, WHEN TRENCHING IN PAVEMENT AREAS TO HANDLE ALL
TYPES OF VEHICULAR TRAFFIC. SMOOTH RIDING TAPERS SHALL BE PROVIDED FOR PAVEMENT
TRANSITIONS AND ADVANCED WARNING SIGNS SHALL BE POSTED. PRIOR TO INSTALLING SUCH
BRIDGING MATERIAL, THE CONTRACTOR SHALL SUBMIT TO THE ENGINEER FOR ACCEPTANCE, DRAWINGS
STAMPED BY A LICENSED STRUCTURAL ENGINEER.

LONGITUDINAL DRAINAGE ALONG THE HIGHWAY SHALL BE MAINTAINED AT ALL TIMES.
EXISTING HIGHWAY DRAINAGE SYSTEMS SHALL REMAIN FUNCTIONAL AT ALL TIMES.

THE CONTRACTOR SHALL SCHEDULE HIS WORK AROUND THE IRONMAN TRIATHLON RACE ACTMITIES,
HELD ANNUALLY IN OCTOBER AND ANY OTHER PERMITTED RACE. ALL PAVEMENT AND SHOULDER
ARFAS SHALL BE RESTORED TO SMOOTH RIDING CONDITION, COMPLETELY CLEANED WITH PAVEMENT
STRIPING INSTALLED, THREE WEEKS PRIOR TO THE EVENT. NO CONSTRUCTION WORK WITHIN THE
STATE RIGHT-OF-WAY SHALL BE PERMITTED DURING THIS PERIOD THAT INTERFERES WITH THE
PREPARATION AND RUNNING OF THE RACE. PRIOR TO BEGINNING CONSTRUCTION, THE CONIRACTOR

SHALL CHECK WITH THE HAWAI'T DISTRICT PERMIT OFFICE AT (808) 933-8866 AND THE POLICE
DEPARTMENT, TRAFFIC SERVICES BRANCH, AT (808) 961-2227, FOR ANY PERMITTED RACE.

THE CONTRACTOR SHALL REPAIR ALL DAMAGE CAUSED BY THE CONTRACTOR'S OPERATIONS. ANY
SUCH, REPAIR WORK SHALL BE DONE BY THE CONTRACTOR AT NO ADDITIONAL COST TO THE STAIE.
DAMAGES TO ANY EXISTING FACILITIES SHALL BE IMMEDIATELY REPORTED TO THE RESPECTIVE UTILITY
COMPANIES, CITY OR STATE AGENCY.

CONTRACTOR SHALL PROVIDE STATE HIGHWAYS DIVISION, ~HAWAI! DISTRICT OFFICE, WITH "AS-BUILT”
DRAWINGS UPON COMPLETION OF THE WORK. THIS SHALL BE DONE PRIOR TO THE DEPARTMENT'S
RELEASE OF THE PERMIT BOND. ‘

GRADING NOTES

ALL GRADING WORK SHALL CONFORM TO CHAPTER 10 OF THE HAWAII COUNTY CODE. SHOULD A GRADING
PERMIT BE REQUIRED, NO WORK SHALL COMMENCE UNTIL THE DEPARTMENT OF PUBLIC WORKS (DPW)
APPROVES A GRADING PERMIT.

THE CONTRACTOR SHALL REMOVE ALL SILT AND DEBRIS DEPOSITED IN DRAINAGE FACILITIES, ROADWAYS AND

OTHER AREAS RESULTING FROM HIS WORK. THE COSTS INCURRED FOR ANY NECESSARY REMEDIAL ACTION
BY THE DPW SHALL BE PAYABLE BY THE CONIRACTOR.

THE CONTRACTOR, AT HIS OWN EXPENSE, SHALL KEEP THE PROJECT AND SURROUNDING AREAS FREE FROM

DUST NUISANCES. THE WORK SHALL BE IN CONFORMANCE WITH THE AIR POLLUTION CONIROL RULES OF THE

STATE DEPARTMENT OF HEALTH, HAR 11-60.1, FUGITIVE DUST.

ALL GRADING OPERATIONS SHALL BE PERFORMED IN CONFORMANCE WITH THE APPLICABLE PROVISIONS OF
THE HAWAII ADMINISTRATIVE RULES, TITLE 11, CHAPTER 55, WATER POLLUTION CONTROL AND CHAPTER 54,
WATER QUALITY STANDARDS, AND TO THE EROSION AND SEDIMENTATION CONTROL STANDARDS AND
GUIDELINES OF THE DEPARTMENT OF PUBLIC WORKS, COUNTY OF HAWAIL

THE CONTRACTOR SHALL SOD OR PLANT ALL SLOPES AND EXPOSED AREAS IMMEDIATELY AFTER GRADING
WORK HAS BEEN COMPLETED.

FILLS ON SLOPES SHALL BE IN ACCORDANCE TO THE RECOMMENDATIONS WITH THE "DRAFT PRELIMINARY

GEOTECHNICAL EXPLORATION REPORT, DHHL, LALAMILO RS10 SUBDIVISION PROJECT, LALAMILO, WAIMEA,
BIG ISLAND OF HAWAII', PREPARED BY PSC CONSULTANTS, LLC, DATED JULY 28, 2006.

THE CONTRACTOR SHALL INFORM THE DPW OF THE LOCATION OF THE DISPOSAL AND/OR BORROW SITE(S)
REQUIRED FOR THIS PROJECT WHEN AN APPLICATION FOR A GRADING PERMIT IS MADE. THE DISPOSAL
AND/OR BORROW SITE(S) MUST ALSO FULFILL THE REQUIREMENTS OF THE GRADING ORDINANCE.

NO GRADING WORK SHALL BE DONE ON SATURDAYS, SUNDAYS AND HOLIDAYS ANYTIME WITHOUT PRIOR
APPROVAL FROM THE DEPARTMENT OF PUBLIC WORKS. GRADING WORK ON NORMAL WORKING DAYS SHALL
BE BETWEEN THE HOURS OF 7:00 AM. 10 3:30 P.M.

FILLS SHALL BE COMPACTED TO 90 PERCENT (90%) OF THE MINIMUM DENSITY PER ASTM D—-1557 TEST.
THE CONTRACTOR SHALL REMOVE ALL VEGETATION BEFORE PLACING FILLS ON NATURAL GROUND SURFACE.

| CONFIRM THAT WE HAVE OBTAINED AND HAVE A COPY OF THE STATE
DEPARTMENT OF TRANSPORTATION HIGHWAYS DIVISION, "STORM WATER
PERMANENT BEST MANAGEMENT PRACTICES MANUAL".

RICHARD Y. SANTO, P.E.
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WATER NOTES

ALL WORK SHALL BE DONE ACCORDING TO THE WATER SYSTEM STANDARDS, STATE OF HAWAI, DATED 2002,

AS AMENDED.

. ALL EXISTING WATERLINES, WATERLINE APPURTENANCES AND OTHER UTILITY LOCATIONS SHOWN ON THE PLANS
ARE OBTAINED FROM THE LATEST RELIABLE SORCES. THE CONTRACTOR SHALL BE RESPONSIBLE TO VERIFY

THE EXACT LOCATION OF ALL UTILITIES IN THE FIELD AND SHALL BEAR ALL COSTS FOR DAMAGES DONE
DURING THE CONTRACT PERIOD.

THE CONTRACTOR SHALL INFORM THE D.W.S. ENGINEER 72 HOURS PRIOR TO THE BEGINNING OF ANY
WATERLINE WORK AND TWO WEEKS PRIOR TO ANY CONNECTION, CHLORINATION, SHUT-OFF OR RELOCATION
WORK.

ALL CONNECTIONS T0 THE EXISTING WATER SYSTEM SHALL BE DONE BY THE D.W.S. THE CONTRACTOR

SHALL PERFORM ALL EXCAVATION, BACKFILL, ROAD REPAIR, TRAFFIC CONTROL, AND PROVIDE EQUIPMENT AND

MATERIALS NECESSARY TO COMPLETE THE CONNECTION.
THE CONTRACTOR SHALL PAY FOR ALL WORK, EQUIPMENT AND MATERIAL FURNISHED BY THE D.W.S.

WHERE WATER SHUTOFF OF MORE THAN 3—-HOURS BECOMES NECESSARY, THE CONTRACTOR, AT HIS EXPENSE,
SHALL PROVIDE A -TEMPORARY BYPASS LINE, SIZE OF WHICH SHALL BE DETERMINED BY THE D.W.S. ENGINEER.

THE D.W.S. ENGINEER ALSO RESERVES THE RIGHT TO REQUIRE BYPASS LINES, REGARDLESS OF THE WATER
SHUT-OFF PERIOD, IF DEEMED NECESSARY.

PROJECT REQUIRING TEMPORARY CONSTIRUCTION WATER SERVICE SHALL BE METERED AND PAID FOR BY THE

CONTRACTOR.

OUTSIDE OF STATE ROAD RIGHT-OF-WAYS:  MINIMUM COVER ON THE WATER SYSTEM PIPELINES 4—INCH
THROUGH 8—INCH TO BE 2.0 FEET. MINIMUM COVER ON 12-INCH PIPELINES TO BE 2.5 FEET. MINIMUM
COVER ON PIPELINES GREATER THAN 12-INCH TO BE 3.0 FEET. MAXIMUM COVER ON PIPELINES NOT T0
EXCEED 5 FEET UNLESS APPROVED BY THE MANAGER OF D.W.S. WITHIN STATE ROAD RIGHT—OF—WAYS:
MINIMUM COVER ON ALL SIZES OF WATERLINES TO BE 3.0 FEET.

MINIMUM HORIZONTAL CLEARANCE BETWEEN WATERLINES AND OTHER UTILITIES SHALL BE 8-FEET (CLEAR |
SPACE — NOT CENTERLINE TO CENTERLINE) FOR ROAD RIGHT-OF-WAYS OF 50 FEET OR LESS, AND
10-FEET FOR ROAD RIGHT-OF-WAYS OF MORE THAN 50-FEET.

EXISTING WATERINES, VALVES, FITTINGS AND APPURTENANCES NOT DESIGNATED °REMOVE AND SLAVAGE™
SHALL BE ABANDONED IN PLACE. ALL EXPOSED VALVE BOXES, VALVE, PIPES AND APPURTENANCES SHALL
BE REMOVED AND DISPOSED OF PROPERLY AT NO COST TO THE D.W.S.

SERVICE LATERALS TO BE ABANDONED SHALL BE CUT AND PLUGGED AT THE WATTER MAIN. METER BOXES
TO BE ABANDONED SHALL BE REMOVED AND GROUND SHALL BE RESTORED TO A CONDITION BETTER OR
EQUAL TO SURROUNDING AREA.

WHEN COMPACTION TESTS ARE REQUIRED, THE CONTRACTOR SHALL BE RESPONSIBLE TO PROVIDE THE
D.W.S. WITH PROCTOR RESULTS OF MATERIALS TO BE USED FOR THAT PORTION OF THE WORK REQUIRING
COMPACTION.  THESE RESULTS SHALL BE CERTIFIED AND SHALL BE FURNISHED TO D.W.S. ONE WEEK
PRIOR TO COMMENCEMENT OF WORK. COST FOR COMPACTION SHALL BE INCIDENTAL TO PIPELINE
INSTALLATION.

THE CONTRACTOR SHALL BE RESPONSIBLE TO MAINTAIN AND CERTIFY THE RECORD DRAWINGS (AS-BUILT
DRAWINGS) AS TO ACCURACY AND AS-BUILT CONDITION, AND A LICENSED ENGINEER HIRED BY THE
CONTRACTOR SHALL THEN STAMP THE CERTIFIED DRAWINGS. THE CONTRACTOR SHALL THEN SUBMIT THE
RECORD DRAWINGS AND AS—-BUILT TRACINGS TO THE D.W.S.

FOR PRIVATE WATER SYSTEMS: THE DEPARTMENT OF WATER SUPPLY (D.W.S.) IS PROVIDING ITS REVIEW
AND INSPECTION FOR THE SUBJECT WATER SYSTEM IMPROVEMENTS ONLY. THIS REVIEW IS BASED ON THE
INFORMATION AND CERTIFICATION PROVIDED TO D.W.S. BY THE DEVELOPER, LICENSED ARCHITECT OR
ENGINEER, AND OWNER OF THE WATER COMPANY/UTILITY AND SUCCESSORS OR ASSIGNS, AND IS FOR
GENERAL CONFORMANCE TO THE CURRENT WATER SYSTEM STANDARDS AND D.W.S. RULES AND RGULATIONS.

WATER SYSTEM APPROVED ON CONFORMANCE TO WATER SYSTEM STANDARDS ONLY. PLAN APPROVAL AND
SIGNATURE BY THE MANAGER, DEPARTMENT OF WATER SUPPLY ONLY INDICATES THAT THE WATER SYSTEM
IMPROVEMENTS SHOWN ON THE PLANS GENERALLY CONFORM T0 WATER SYSTEM STANDARDS FOR THE
COUNTY OF HAWAI..  THEY ARE NOT GUARANTEES OF WATER AVAILABILITY OR A WATER COMMITMENT FOR
THE SUBJECT PROJECT WHICH IS HANDLED SEPARATELY FROM PLAN REVIEW.
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WATER POLLUTION AND EROSION CONTROL NOTES

A_GENERAL:

THE CONTRACTOR IS REMINDED OF THE REQUIREMENTS OF SECTION 209 - WATER POLLUTION AND EROSION
CONTROL, (HAWAII STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION, 2005). SECTION 209
DESCRIBES BUT IS NOT LIMITED TO THE SUBMITTAL REQUIREMENTS; SCHEDULING Of WATER POLLUTION AND
EROSION CONTROL CONFERENCE WITH THE ENGINEER; CONSTRUCTION REQUIREMENTS; METHOD OF
MEASUREMENTS; AND BASIS OF PAYMENT.

THE CONTRACTOR SHALL FOLLOW THE GUIDELINES IN THE "BEST MANAGEMENT PRACTICES MANUAL FOR
CONSTRUCTION SITES IN HONOLULU', DATED MAY 1999 OR AS AMENDED IN DEVELOPING, INSTALLING AND
MAINTAINING THE BEST MANAGEMENT PRACTICES (BMP) FOR THE PROJECT.

THE ENGINEER MAY ASSESS LIQUIDATED DAMAGES OF UP TO $Z7,‘500 FOR NON-COMPLIANCE OF EACH BMP
REQUIREMENT AND EACH REQUIREMENT STATED IN SECTION 209, FOR EVERY DAY OF NON-COMPLIANCE.
THERE IS NO MAXIMUM LIMIT ON THE AMOUNT OF ASSESSED PER DAY.

THE ENGINEER WILL DEDUCT THE COST FROM THE PROGRESS PAYMENT FOR ALL CITATIONS RECENVED BY THE
DEPARTMENT FOR NONCOMPLIANCE, OR THE CONTRACTOR SHALL REIMBURSE THE STATE FOR THE FULL AMOUNT
OF THE OUTSTANDING COST INCURRED BY THE COUNTY.

THE CONTRACTOR SHALL FOLLOW THE GUIDELINES IN THE HONOLULU'S CITY AND COUNTY 'RULES FOR SOIL

EROSION STANDARDS AND GUIDELINES™ FOR ALL PROJECTS ON OAHU. USE APPLICABLE SOIL EROSION
GUIDELINES FOR PROJECTS ON MAUI, MOLOKAI, KAUAI, AND HAWAI.

FOR PROJECTS THAT REQUIRE A NPDES PERMIT FROM THE DEPARTMENT OF HEALTH, INSTALL A RAIN GAGE
PRIOR TO ANY FIELD WORK INCLUDING THE INSTALLATION OF ANY SITE-SPECIFIC BEST MANAGEMENT PRACTICE.
THE RAIN GAGE SHALL HAVE A TOLERANCE OF AT LEAST 0.05 INCHES OF RAINFALL, AND HAVE AN OPENING
OF AT LEAST ONE-INCH IN DIAMETER.  INSTALL THE RAIN GAGE ON THE PROJECT SITE IN AN AREA THAT WILL
NOT DETER RAINFALL FROM ENTERING THE GAGE OPENING. THE RAIN GAGE INSTALLATION SHALL BE STABLE
AND PLUMBED. DO NOT BEGIN FIELD WORK UNTIL THE RAIN GAGE IS INSTALLED AND SITE-SPECIFIC BEST
MANAGEMENT PRACTICES ARE IN-PLACE.

THE GRADING OPERATIONS SHALL BE PERFORMED IN CONFORMANCE WITH THE APPLICABLE PROVISIONS OF THE
"WATER QUALITY AND WATER POLLUTION CONTROL STANDARDS™ CONTAINED IN THE HAWAN ADMINISTRATIVE RULES,
CHAPTER 11-54, "WATER QUALITY STANDARDS,” CHAPTER 11-55, "WATER POLLUTION CONTROL', CHAPTER 10

OF THE "HAWAII COUNTY CODE, EROSION AND SEDIMENTATION CONTROL™ AND IF APPLICABLE, THE NPDES
PERMIT FOR THE PROJECT.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONFORMANCE WITH THE APPLICABLE PROVISIONS OF CHAPTER
54, WATER QUALITY STANDARDS, AND CHAPTER 55, WATER POLLUTION CONIROL OF TITLE 11, ADMINISTRATIVE
RULES OF THE STATE DEPARTMENT OF HEALTH. '

THE CONTRACTOR AT HIS OWN EXPENSE SHALL KEEP THE PROJECT AREA AND SURROUNDING AREAS FREE
FROM DUST NUISANCE. THE WORK SHALL BE IN CONFORMANCE WITH THE AIR AND WATER POLLUTION
CONTROL STANDARDS AND REGULATIONS OF THE STATE DEPARTMENT OF HEALTH.

B. WASTE DISPOSAL:
WASTE MATERIALS

ALL WASTE MATERIALS SHALL BE COLLECTED AND STORED IN A SECURELY LIDDED METAL DUMPSTER. THE
DUMPSTER SHALL MEET ALL LOCAL AND STATE SOLID WASTE MANAGEMENT REGULATIONS. ALL TRASH AND
CONSTRUCTION DEBRIS FROM THE SITE SHALL BE DEPOSITED IN THE DUMPSTER. THE DUMPSTER SHALL
BE EMPTIED A MINIMUM OF TWICE PER WEEK OR AS IS DEEMED NECESSARY. NO CONSTRUCTION WASTE

MATERIALS SHALL BE BURIED ON SITE. THE CONTRACTOR'S SUPERVISORY PERSONNEL SHALL BE INSTRUCTED
REGARDING THE CORRECT PROCEDURE FOR WASTE DISPOSAL. NOTICES STATING THESE PRACTICES SHALL BE
POSTED IN THE OFFICE TRAILER OR APPROPRIATE LOCATION TO INSURE COMPLIANCE, AND THE CONTRACTOR

SHALL BE RESPONSIBLE FOR SEEING THAT THESE PROCEDURES ARE FOLLOWED.

HAZARDOUS WASTE

ALL HAZARDOUS WASTE MATERIALS SHALL BE DISPOSED OF IN THE MANNER SPECIFIED BY LOCAL OR STATE

REGULATIONS OR BY THE MANUFACTURER. THE CONTRACTOR'S PROJECT SITE PERSONNEL SHALL BE
INSTRUCTED IN THESE PRACTICES AND SHALL BE RESPONSIBLE FOR SEEING THAT THESE PRACTICES ARE
FOLLOWED.

SANITARY WASTE:

ALL SANITARY WASTE SHALL BE COLLECTED FROM THE PORTABLE TOILET UNITS A MINMUM OF ONCE PER
WEEK, OR AS REQUIRED.

C. EROSION AND SEDIMENT CONTROL INSPECTION AND MAINTENANCE PRACTICES:

ALL CONTROL MEASURES SHALL BE INSPECTED AT LEAST ONCE EACH WEEK, AND WITHIN 24 HOURS OF ANY
RAINFALL EVENT OF 0.5 INCHES OR GREATER WITHIN A 24-HOUR PERIOD.

ALL MEASURES SHALL BE MAINTAINED IN GOOD WORKING ORDER. IF REPAIR IS NECESSARY, IT SHALL BE
INITIATED WITHIN TWENTY FOUR (24) HOURS AFTER THE INSPECTION.

BUILT-UP SEDIMENT SHALL BE REMOVED FROM THE SILT FENCE WHEN IT HAS REACHED ONE-THIRD (1/3)
THE HEIGHT OF THE SILT FENCE.

TEMPORARY AND PERMANENT SEEDING AND PLANTING SHALL BE INSPECTED FOR BARE SPOTS, WASHOUTS AND
HEALTHY GROWTH.

. A MAINTENANCE INSPECTION REPORT SHALL BE MADE PROMPILY AFTER EACH INSPECTION BY THE CONTRACTOR
AND A COPY SHALL BE SUBMITTED TO THE ENGINEER NO LATER THAN ONE WEEK FROM THE DATE OF THE
INSPECTION.

SILT SCREEN OR FENCE SHALL BE INSPECTED FOR DEPTH OF SEDIMENT, TEARS, OR RIPS TO VERIFY THAT
THE FABRIC IS SECURELY ATTACHED TO THE FENCE POSTS OR CONCRETE SLAB AND TO VERIFY THAT THE
FENCE POSTS ARE FIRMLY IN THE GROUND. THE BOTTOM OF THE SILT SCREEN OR FENCE SHALL BE
INSPECTED AND VERIFIED THAT IT IS BURIED A MINIMUM OF 6 INCHES BELOW THE EXISTING GROUND.

THE CONTRACTOR SHALL SUBMIT THE NAME OF A SPECIFIC INDIVIDUAL DESIGNATED RESPONSIBLE FOR
INSPECTIONS, MAINTENANCE AND REPAIR ACTMITIES AND FILLING OUT THE IINSPECTION MAINTENANCE REPORT.

THE CONTRACTOR SHALL CONTAIN, REMOVE, AND DISPOSE SLURRY GENERATED FROM SAW CUTTING OF
PAVEMENT IN ACCORDANCE WITH APPROVED BMP PRACTICES. PAYMENT FOR CONFINEMENT, REMOVAL, AND
DISPOSAL OF SLURRY SHALL BE CONSIDERED INCIDENTAL TO THE VARIOUS CONTRACT ITEMS.

PERSONNEL SELECTED FOR THE INSPECTION AND MAINTENANCE RESPONSIBILITIES SHALL RECEIVE TRAINING
FROM THE CONTRACTOR. THEY SHALL BE TRAINED IN ALL INSPECTION AND MAINTENANCE PRACTICES
NECESSAARY FOR KEEPING THE EROSION AND SEDIMENT CONTROLS USED ONSITE IN GOOD WORKING ORDER.

D. GOOD HOUSEKEEPING, BEST MANAGEMENT PRACTICES:

1. MATERIALS POLLUTION PREVENTION PLAN

A APPLICABLE MATERIALS OR SUBSTANCES LISTED BELOW ARE ANTICIPATED TO BE PRESENT ONSITE DURING
CONSTRUCTION.  OTHER MATERIALS AND SUBSTANCES NOT LISTED BELOW SHALL BE ADDED T0 THE
INVENTORY AS APPLICABLE: CONCRETE, PETROLEUM BASED PRODUCTS AND TAR.

B. MATERIAL MANAGEMENT PRACTICES SHALL BE USED TO REDUCE THE RISK OF SPILLS OR OTHER ACCIDENTAL
EXPOSURE OF MATERIALS AND SUBSTANCES TO STORM WATER RUNOFF. AN EFFORT SHALL BE MADE TO
STORE ONLY ENOUGH PRODUCT AS IS REQUIRED TO DO THE JOB.

C. ALL METRIALS STORED ONSITE SHALL BE STORED IN A NEAT, ORDERLY MANNER IN THEIR APPROPRIATE
CONTAINERS AND IF POSSIBLE, UNDER A ROOF OR OTHER ENCLOSURE.

D.  PRODUCTS SHALL BE KEPT IN THEIR ORIGINAL CONTAINERS WITH THE ORIGINAL MANUFACTURER'S
LABEL ATTACHED.

E. SUBSTANCES SHALL NOT BE MIXED WITH ONE ANOTHER UNLESS RECOMMENDED BY THE MANUFACTURER.

F.  WHENEVER POSSIBLE, A PRODUCT SHALL BE USED UP COMPLETELY BEFORE DISPOSING OF THE CONTAINER.
G.  MANUFACTURER'S RECOMMENDATIONS FOR PROPER USE AND DISPOSAL SHALL BE FOLLOWED.

H. THE CONTRACTOR SHALL CONDUCT DAILY INSPECTIONS TO ENSURE PROPER USE AND DISPOSAL OF
MATERIALS ON SITE.

2. HAZARDOUS MATERIAL POLLUTION PREVENTION PLAN
A. PRODUCTS SHALL BE KEPT IN ORIGINAL CONTAINERS UNLESS THEY ARE NOT RESEALABLE.

B.  ORIGINAL LABFLS AND MATERIALS, SAFETY, DATA SHEETS (MSDS) SHALL BE RETAINED.

C.  SURPLUS PRODUCTS SHALL BE DISPOSED OF ACCORDING TO MANUFACTURER'S INSTRUCTIONS AND/OR
LOCAL AND STATE RECOMMENDED METHODS.

J. ONSITE AND OFFSITE PRODUCT SPECIFIC PLAN
A THE FOLLOWING PRODUCT SPECIFIC PRACTICES SHALL BE FOLLOWED ONSITE:

1) PETROLEUM BASED PRODUCTS:

ALL ONSITE VEHICLES, MACHINERY AND EQUIPMENT SHALL BE MONITORED FOR LEAKS AND RECEIVE
REGULAR PREVENTIVE MAINTENANCE TO REDUCE THE CHANCE OF LEAKAGE. PETROLEUM PRODUCTS
SHALL BE STORED IN TIGHTLY SEALED CONTAINERS WHICH ARE CLEARLY LABELED. ANY ASPHALT
SUBSTANCES USED ON SITE SHALL BE APPLIED ACCORDING TO THE MANUFACTURER'S RECOMMENDATION.
THE REFUELING AND SERVICING OF HEAVY EQUIPMENT SHOULD BE DONE IN A DESIGNATED AREA.  CARE
SHALL BE USED IN THE REFUELING PROCESS TO PREVENT OVERFLOW AND SPILLAGE.

2) CONCRETE TRUCKS:

CONCRETE TRUCKS SHALL BE ALLOWED TO WASH OUT OR DISCHARGE DRUM WASH WATER ONLY AT A
DESIGNATED SITE.  WATER SHALL NOT BE DISCHARGED IN THE HIGHWAY DRAINAGE SYSTEM OR WATERS
OF THE UNITED STATES. THE CONTRACTOR SHALL CONTACT DRINKING WATER BRANCH, DEPARTMENT
OF HEALTH AT (808) 586—4258 TO RECEIVE PERMISSION TO DESIGNATE A DISPOSAL SITE.  THE
CONTRACTOR SHALL CLEAN DISPOSAL SITE AS REQUIRED OR AS REOUESTED BY THE OWNER'S
REPRESENTATIVE.

4. SPILL CONIROL PLAN

A A SPILL PREVENTION PLAN SHALL BE POSTED TO INCLUDE MEASURES TO PREVENT AND CLEAN UP EACH
SPILL.

B. THE CONTRACTOR SHALL BE THE SPILL PREVENTION AND CLEANUP COORDINATOR. THE CONIRACTOR
SHALL DESIGNATE AT LEAST THREE SITE PERSONNEL WHO SHALL RECEIVE SPILL PREVENTION AND
CLEANUP TRAINING.  THESE INDIVIDUALS SHALL EACH BECOME RESPONSIBLE FOR A PARTICULAR PHASE
OF PREVENTION AND CLEANUP. THE NAMES OF RESPONSIBLE SPILL PERSONNEL SHALL BE POSTED IN
THE MATERIAL STORAGE AREA AND IN THE OFFICE TRAILER ONSIIE.

C.  MANUFACTURERS’ RECOMMENDED METHODS FOR SPILL CLEANUP SHALL BE CLEARLY POSTED AND SITE
PERSONNEL SHALL BE MADE AWARE OF THE PROCEDURES AND THE LOCATION OF THE PROCEDURES
AND THE LOCATION OF THE INFORMATION AND CLEANUP SUPPLIES.

D.  MATERIALS AND EQUIPMENT NECESSARY FOR SPILL CLEANUP SHALL BE KEPT IN THE MATERIAL STORAGE
AREA ONSITE.

E. ALL SPILLS SHALL BE CLEANED UP IMMEDIATLEY AFTER DISCOVERY.

F. THE SPILL AREA SHALL BE KEPT WELL VENTILATED AND PERSONNEL SHALL WEAR APPROPRIATE
PROTECTIVE CLOTHING TO PREVENT INJURY FROM CONTACT WITH A HAZARDOUS SUBSTANCE.

G. SPILLS Of TOXIC HAZAROUS MATERIALS SHALL BE REPORTED TO THE APPROPRIATE STATE OR LOCAL
GOVERNMENT AGENCY, REGARDLESS OF THE SIZE.

R

©

3.

BMP_NOTES
GENERAL:

THE BMPS SHALL BE APPLIED PRIOR TO THE COMMENCEMENT OF CONSTRUCTION WORK AND SHALL
NOT BE REMOVED UNTIL CONSTRUCTION IS COMPLETE.

THE CONTRACTOR SHALL COORDINATE HIS STAGING AREA WITH THE COUNTY AND ALL INTERESTED AND
REGULATING PARTIES.  THE CONTRACTOR SHALL PROVIDE A CONSTRUCTION INGRESS/EGRESS TO HIS
STAGING AREA CONSISTING OF AN 8°-THICK CRUSHED ROCK LAYER AND OF DIMENSIONS ADEQUATE TO
CONTROL EROSION AND EARTH DISPLACEMENT NUISANCE AT ADJOINING AREAS. THE CONTRACTOR SHALL
INSTALL PROPER SECONDARY CONTAINMENT STRUCTURES, SUCH AS, GRAVEL BERMS AND SILT FENCES
AROUND THE DESIGNATED AREA TO PREVENT STORMWATER CARRYING CONTAMINANTS INTO STREAMS.

THE RAINWATER ACCUMULATED WITHIN THE DESIGNATED AREA SHALL BE NATURALLY EVAPORATED OR
INFILTRATED INTO THE GROUND.

MEASURES TO CONTROL EROSION AND OTHER POLLUTANTS SHALL BE IN PLACE BEFORE ANY WORK IS
INITIATED.

TEMPORARY BMPS SHALL BE MONITORED PERIODICALLY AND AFTER EVERY SIGNIFICANT RAINFALL FOR
STRUCTURAL INTEGRITY AND SEDIMENT BUILD-UP. DAMAGED OR IMPROPERLY FUNCTIONING BMPS SHALL
BE REPAIRED OR REPLACED (PAID FOR BY THE CONTRACTOR) AND SEDIMENT/DEBRIS ACCUMULATION
SHALL BE REMOVED. FLUSHING THE STREAM IS PROHIBITED.

IF ANY WASH DOWN OF CONSTRUCTION EQUIPMENT OR VEHICLES IS NECESSARY AT THE SITE, THE
WASH WATER WILL BE TREATED BEFORE DISCHARGE OR WILL NOT BE ALLOWED TO FLOW OFF-SIIE.

DUST GENERATION SHALL BE CONTROLLED SO AS TO PREVENT NUISANCE TO NEARBY PROPERTIES.

EXCAVATED, DEMOLISHED, CLEARED & GRUBBED MATERIAL NOT SUITABLE FOR REUSE SHALL BE HAULED
OFF SITE FOR DISPOSAL.

THE CONTRACTOR SHALL CLEAN THE PROJECT SITE OF DEBRIS AT THE END OF EACH WORKDAY.

AT THE CONCLUSION OF ALL PROJECT WORK, ALL BEST MANAGEMENT PRACTICES SHALL BE REMOVED
AND THE AREA SHALL BE RESTORED TO ITS ORIGINAL CONDITION, OR BETTER, UPON ACCEPTANCE OF
THE PROJECT BY THE COUNTY.

ROAD & UTILITY REHABILITATION POLLUTION CONTROL:

EXPOSED TRENCHED AREAS SHALL BE PROTECTED FROM RUNOFF AND WIND EROSION WITH STEEL
PLATE COVERS UNTIL REPAVING CAN BE ACCOMPLISHED. EXPOSED AREAS SHALL BE SODDED OR
PLANTED AS SOON AS BACKFILL HAS BEEN ESTABLISHED. PLANTING SHALL NOT BE DELAYED UNTIL
ALL BACKFILLING HAS BEEN COMPLETED. BACKFILLING SHALL BE CONTINUOUS AND ANY AREA WITHIN
WHICH WORK HAS BEEN INTERRUPTED OR DELAYED SHALL BE PLANTED.

A HOE RAM, OR SIMILAR EQUIPMENT, SHALL BE USED TO BREAK DEMOLISHED MATERIAL INTO
PARTICLES AS LARGE AS PRACTICAL FOR LOADING INTO THE WASTE TRANSPORT TRUCK IN A MANNER
NOT CAUSING EXCESSIVE DUST OR FINE DEBRIS. SMALLER DEBRIS SHALL BE REMOVED BY HAND.

SOLID WASTE CONSTRUCTION NOTES

UNLESS OTHERWISE SPECIFIED, THE CONTRACTOR IS RESPONSIBLE FOR THE PROPER HANDLING, STORAGE
AND/OR DISPOSAL OF ALL WASTE GENERATED BY THIS CONSTRUCTION, INCLUDING GRUBBING AND EXCESS
EXCAVATED MATERIAL. ANY MATERIAL BROUGHT TO THE COUNTY LANDFILLS WILL BE SUBJECTED TO THE

INSTITUTED TIPPING FEE SYSTEM, WITH NO EXCEPTIONS OR EXEMPTIONS.

ALL WASTES GENERATED BY CONSTRUCTION, INCLUDING GRUBBING, DEMOLITION AND EXCESS EXCAVATION
MATERIAL MAY BE BROUGHT TO THE WEST HAWAI OR THE HILO LANDFILL. THE CONTRACTOR SHALL CHECK
WITH THE SOLID WASTE DVISION FOR DISCLOSURE OF THE CURRENT LANDFILL FEE AND CONSIDERATION OF

THAT FEE SHALL BF INCLUDED IN THE CONTRACTOR'S BID SUM.

CONSTRUCTION, DEMOLITION AND GRUBBING MATERIAL SHALL NOT BE DEPOSITED AT AND OF THE COUNTY
TRANSFER STATIONS, BUT SHALL BE TRANSPORTED FOR DISPOSAL TO EITHER THE WEST HAWAII OR HILO .
LANDFILL.

ASBESTOS MATERIAL MUST BE SEPARATED, DOUBLE BAGGED AND LANDFILLED IN ACCORDANCE WITH
REGULATIONS OF THE SOLID WASTE DIVISION, DEPARTMENT OF PUBLIC WORKS. INFORMATION MAY BE

OBTAINED BY CALLING THE DIVISION AT (808) 961-8339 BETWEEN 7:00 AM. AND 4:00 P.M. MONDAY
THROUGH FRIDAY.

ARCHAEOLOGICAL NOTE

IF DURING CONSTRUCTION, ANY PREVIOUSLY UNIDENTIFIED SITES OR REMAINS (SUCH AS ARTIFACTS, SHELL

BONE OR CHARCOAL DEPOSITS, HUMAN BURIALS, ROCK OR CORAL ALIGNMENTS, PAVING, OR WALLS) ARE
ENCOUNTERED, THE APPLICANT SHALL STOP WORK AND CONTACT THE STATE DLNR HISTORIC SITES OFFICE

AT (808) 548-7460 IMMEDIATELY. WORK IN THE IMMEDIATE AREA SHALL BE STOPPED UNTIL THE OFFICE
IS ABLE TO ASSESS THE IMPACT AND MAKE FURTHER RECOMMENDATIONS FOR MITIGATIVE ACTIITY.

COMPACTION TESTING

THE CONTRACTOR SHALL HIRE AN INDEPENDENT TESTING LAB TO CONDUCT COMPACTION TESTS.
COMPACTION TESTS SHALL BE TAKEN IN ACCORDANCE WITH THE SPECIFICATIONS FOR INSTALLATION OF

GENERAL NOTES

1. THE CONTRACTOR SHALL VERIFY THE LOCATIONS OF ALL EXISTING VALVE BOXES, MANHOLE COVERS AND
CENTERLINE MONUMENTS AND SHALL HAVE THEM RAISED TO MEET THE NEW PAVEMENT GRADE.

2. ALL CONSTRUCTION SHALL BE PERFORMED IN ACCORDANCE WITH STANDARD DETAILS AND STANDARD
SPECIFICATIONS OF THE DEPARTMENT OF TRANSPORTATION, STATE OF HAWAI.

3. EXISTING PAVEMENT SHALL BE BROOMED OFF AND SHALL RECEIVE A TACK COAT OF 0.15 GALLON PER

SQUARE YARD OF EMULSIFIED ASPHALT (SS—1) BEFORE PLACING A.C. PAVEMENT. THE COST OF THE TACK
COAT SHALL BE INCIDENTAL TO THE A.C. PAVEMENT.

4. THE CONTRACTOR SHALL PROVIDE A SMOOTH-RIDING CONNECTION TO EXISTING STREETS AND DRIVEWAYS
AND AT THE BEGINNING AND ENDING OF THE PROJECT LIMITS AS DIRECTED BY THE ENGINEER.

5. PAVEMENT STRIPING, INCLUDING CENTERLINE, CROSSWALK, STOP LINES, ETC.. AND RAISED PAVEMENT
MARKERS SHALL CONFORM TO THE STATE STANDARDS FOR PAVEMENT MARKINGS AND SIRIPING NOTES OR
AS MODIFIED BY THE DETAILS ON THESE PLANS.

6. THE CONTRACTOR, AT HIS OWN EXPENSE, SHALL KEEP THE PROJECT AND SURROUNDING AREAS FREE FORM
DUST NUISANCES. THE WORK SHALL BE IN CONFORMANCE WITH THE AIR POLLUTION CONTROL RULES OF
THE STATE DEPARTMENT OF HEALTH, HAR 11-60.1, FUGITIVE DUST.

/. THE CONTRACTOR, AT HIS OWN EXPENSE, SHALL COORDINATE THE REFERENCING OF THE CENTERLINE
MONUMENTS TO BE RECONSTRUCTED BY A SURVEYOR LICENSE TO PRACTICE IN THE STATE OF HAWAI.
AFTER PAVING, THE SURVEYOR SHALL LOCATE THE MONUMENTS, AND AFTER RECONSTRUCTION OF THE
MONUMENTS, THE SURVEYOR SHALL PUNCH THE CENTERLINE LOCATION ON THE BRASS PINS. THE
SURVEYOR SHALL SUBMIT WRITTEN CERTIFICATION OF THE INSTALLATION AND LOCATION OF THE CENTERLINE
MONUMENTS TO THE ENGINEER.

8. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE DONE TO THE DWS EXISTING WATER SYSTEM.

NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES)
REQUIREMENTS FOR PERMIT PROJECTS WITHIN STATE HIGHWAY RIGHT-OF-WAY

1. THE CONTRACTOR SHALL OBTAIN AND COMPLY WITH THE NATIONAL POLLUTANT DISCHARGE ELIMINATION
SYSTEM (NPDES) REQUIREMENTS FOR HAWAIT DISTRICT PERMIT PROJECTS. THIS IS AVAILABLE AT THE

HAWAI'T DISTRICT OFFICE AT 50 MAKAALA STREET, HILO, HAWANl (PH. 933-8866). DUE TO POTENTIAL
COST IMPACTS, THE CONTRACTOR NEEDS TO BE AWARE OF THESE REQUIREMENTS.

2. ALL CONTRACTOR(S) INVOLVED WITH ANY ANY CONSTRUCTION PROJECT OR PERMIT PROJECTS WITHIN
THE STATE HIGHWAYS RIGHT—-OF—WAY SHALL FOLLOW THE GUIDELINES OF THE HIGHWAYS DIVISION'S
"CONSTRUCTION BEST MANAGEMENT PRACTICES FIELD MANUAL™ AND THE "RULES RELATING TO SOIL

EROSION STANDARDS AND GUIDELINES™ OF THE CITY AND COUNTY OF HONOLULU. COPIES OF THESE
DOCUMENTS SHALL BE MAINTAINED ON SITE AT ALL TIMES. THE RESPECTIVE DOCUMENTS MAY BE
DOWNLOADED FROM THE WEB SITES AT

HTTP.//WWW.STORMWATERHAWAIL.COM/RESOURCES/ AND AT
HTTP.//WWW.USSPECBOOK.COM/FILES/SPECS/RULES—RELATING~TO~ SOIL—EROSION.PDF.

THE CONTRACTOR SHALL COMPLETE AND SUBMIT A CONTRACTOR'S CERTIFICATION OF NPDES COMPLIANCE,
INCLUDING COMPLETION OF THE BEST MANAGEMENT PRACTICE (BMP) CHECKLIST AND SUBMITTAL OF A
WRITTEN BMP PLAN AND DRAWINGS, PRIOR TO ISSUANCE OF THE 'PERMIT TO PERFORM WORK UPON
STATE HIGHWAYS™ OR "APPLICATION & PERMIT FOR THE OCCUPANCY AND USE OF STATE HIGHWAYS
RIGHT-OF WAY”.

4. THE CONTRACTOR SHALL OBTAIN A GENERAL NPDES PERMIT FROM THE DEPARTMENT OF HEALTH, FOR ANY
PROJECT 1 ACRE OR GREATER IN AREA, PRIOR TO THE ISSUANCE OF THE PERMIT TO PERFORM WORK
UPON STATE HIGHWAYS.

MISCELLANEOUS IMPROVEMENTS WITHIN STATE HIGHWAYS.  COMPACTION TESTS SHALL BE TAKEN ACCORDING

TO SECTION 207.1, SPECIAL INSTRUCTIONS OF FIELD COMPACTION TESTING, HDOT TECHNICAL MANUAL ON
MATERIAL QUALITY CONTROL, AS FOLLOWS:

A, SUBBASE: ONE (1) COMPACTION TEST PER LIFT, PER 300 LINEAR FEET.
B. BASE COURSE: ONE (1) COMPACTION TEST PER LIFT, PER 200 LINEAR FEET.
C. ONE (1) COMPACTION TEST PER LIFT, PER 500 LINEAR FEET OF TRENCH.
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Q< \ —— AL — — —— — — j H-1.0 —_— — ﬁ §— S 7S — — — — S NS, — % -+ -9 — - — — — — - === st s
= > G \ 3 N —]
3 — |11.6" 79800 793+00 792+00 791400 110° 790}+00 789+00 788700 \ 787%{0,, 0 10.97 786+00 \p 785+00 lg.g 764+00 783400 750;90’
s 37 \ e 57 =N 60 5.6 ’ , ‘ TO KAWAIHAE
‘, AR GRY N B T — RO : ____ N / I
. ] — } ; T A BN
: L N_£XISTING ED6E OF Ac KAWAIHAE ROAD (STATE) % \ | J / ]
@ RW 1 PAVED SHOULDER @ @ N ngr/g ;/N% o RW  EXISTING "TRANSITION EXISTING @ g)g/ZZNg/GN
AND "SPEED” SIGNS 59 MILE”
S =~ MARKER
S
ROAD MONUMENT 25, ;g S ~ EXISTING EDGE OF
NE STA. 794+02.20 SEE INSET ABOVE SSHIENEE AC PAVED SHOULDER
I~ =
$(S 8 ~ =8 ~IES EXISTING “NARROW
NES 5SS Bl HAWAIl PREPARATORY ACADEMY BRIDGE” SIGN
SIS S| =TS TMK: 6-5-01:33
=
MG IS
700" INTERSECTION SIGHT DISTANCE | 570" INTERSECTION SIGHT DISTANCE B
SCALE: 1"=40’
40 20 0 40 80
Graphic Scale in Feet
INTERSECTION SIGHT DISTANCE (ISD) NOTES: LEGEND
- N | | , , 1. DESIGN VEHICLE: SINGLE-USE TRUCK EDGE OF PAVEMENT
a | / DESIGN SPEED: 45 MPH
é g /EX/ST/NG BARBED WIRE FENCE \ / | / \\ POSTED SPEFD: 35 MPH e STRIPING (NOT IN CONIRACT,)
= \M ) \ CURRENTLY IN CONSTRUCTION,
Sz | D RELOCATED "WAIMEA SOLID WASTE TRANSFER STATION™ SIGN | \ PELOCATED P/ WER POLE. SEF ELEC. DWC \ 3 £ 2. INTERSECTION SIGHT DISTANCE (ISD)=(ADJUSTMENT FACTOR FOR SIGHT STRPING
2 > - - _ RELOCHTED FONER oL, SEE 150, DHG ) f ’ it \ \ DISTANCE ON APPROACH GRADE) X 1.47 X DESIGN SPEED X TIME GAP.
=\ : / T BACKFILL WITH EXCAVATED COLD
== \
b2+ 2446.604 EDGE OF PAVED AC SHOULDER \ RELOCATED BARBED WIRE' FENCE \ 3. REFERENCE: AASHTO, A POLICY ON GEOMETRIC DESIGN OF HIGHWAYS ) PLANED MATERML
< \ ~ 2444.38+ LIMITS OF GRADING 2040.52¢ | ) N\ \ AND STREETS, 2004. LTS OF CRADIG
=8 2449.36 EX/ST 2442364 S £YIST 2438004 \\ RELOCATED "SPEED LIMIT" SIGN \
23 . y EXIST. 2440.58 %58 fgﬁ \ SILT FENCE, L=307+ LF NEW CONTOUR
- w | /| SF, SF . SEE DETAIL, C-10
5= |/ '—1—\-:}- ===l SF_——| EXIST. \ ——z#t6——  EXISTING CONTOUR
2L/ : [ 7 S LIMITS OF GRADING N X
R 2444 99 2442.61 — ES N | P
N 2440.78 a > % a AKX, X > ea
LN — | \ . 2439.18 2438.00+ \\ \ f2437 45+ EXISTING ELEVATION
\ A& 70 W/DE EASEMENT I =~ +70’ W/DE' 'NOWEF@€LE“A6§9€S§~~~~~’~—~LMTS g \ SRS S\ 5440-90— \ 243930 = — 1 \_\Q{/ﬁ_ | \T
23 FAVOR OF \STATE DOT PLANTING SCREEN" EASEMENT OF GRADING \ T I \ oE - \ ' eV O SEscRPTn e oD
\ \ 10’ FASEMENT IN —
\ 2450.164 \ 2445004 2445.704 2443414 \ 2441.494 2439.814 2437864 2433704 Communit : eeri
\ \ . . . y Planning and Engineering, Inc.
\ ﬁ EXIST. / EXIST. \ { EXIST. / EXIST. \ EXIST. EXIST. , / EXIST. FAVOR OF STATE 007 EXST. \ RAYE] <o boson | constructon ansgement | irsmses g
- - = o - - - - o - - - - - - - - - Y- - = + - - - —— - - — 1100 Alakea Street, Honolulu, Haw
/} 787;00 / / /86+00 / 0 \_@ 784+00 // / Street, Sixth Floor Hawall
s | fowniine L Rovo [ stare o — A0 YU e 28
/ Fv\\_l / / // // / ) /
- / L ; / 7 / / SOUTH KOHALA DISTRIBUTION ROAD
_ o L \ WAIMEA, SOUTH KOHALA, HAWAII
i — —— — — —_ - // s ¢ \— ~ : ' B N — e OWNER & DEVELOPER: DEPARTMENT OF HAWANIAN HOME LANDS
| ¢ PAVED SHOUL / rorssou. SITE LAYOUT AND
AC PAVED SHOULDER
R TOTAL EARTHWORK SUMMARY R/W ENGINEER

GRADING & EROSION CONTROL PLAN AREA TO BE GRADED 0.20 AC.
SCALE: 1"=20" EXCAVATION 0 C.Y.
o ; . EMBANKMENT 385 C.Y.

e e —

Graphic Scale in Feet

No. 8955-C

ME OR UNDER SUPERVISION,

CONSTRUCTION THIS PROJECT

WILL BE UNDER MY OBSERVATION.
LICENSE EXPIRATION DATE: 04/30/12

THIS WORK WAZ]REPA'RED BY
F

GRADING & EROSION CONTROL PLAN

DRAWN BY: Kww ENGINEER: KWW CHECKED BY:

RYS

APPROVED:

pwe. No. C-4

FILE POCKET FOLDER NO.

SHEET 5 OF 15 SHEETS




12" WHITE STOP BAR

(NOT IN CONTRACT,
CURRENTLY IN

CONSTRUCTION)

STOP SIGN

(NOT IN CONTRACT,
CURRENTLY IN

CONSTRUCTION)

B STA 788+33.29

4

R R T EEEEEEEEEEEEEE
-
7

E><
:

TRANSFER STATION” SIGN TO STA.

B STA. 787+57.30
12" WHITE STOP BAR

RELOCATED POWER POLE
SEE ELEC. DWG.

SOUTH_KOHALA DISTRIBUTION ROAD

B STA 787+37.14

w0

o~
1l

o

“

-
7

!
\,

MARKERS AT 40° O.C.

RELOCATE EXISTING "WAIMEA SOLID WASTE

787+54.66 B KAWAIHAE ROAD o/s 50.5'

4" WIDE WHITE EDGE PAVEMENT
STRIPING WITH TYPE "C”" PAVEMENT

| 1909

TO REMAIN

80" TAPER

340" PAVEMENT TRANSITION (@ 45 MPH DESIGN SPEED)

275" LEFT TURN LANE

—— EXISTING "REDUCED
SPEED" SIGN

STRIP, SEE DETAIL,

HAWAIl PREPARATORY ACADEMY

TMK: 6-5-01:33

MEDIAN STRIPING WITH TYPE “H”

BRIDGE™ SIGN

TRAFFIC SIGNS AND PAVEMENT MARKINGS PLAN

SCALE: 1"=40'

SHEET €9 PAVEMENT MARKERS 20° 0.C
_ : .C. EXISTING "TRANSITION”
100" MEDIAN SHELTER LANE 80° TAPER REF. STD. PLAN TE-27 AND "SPEED” SIGNS
340" PAVEMENT TRANSITION
SEF INSET THIS SHEET,
ABOVE
NOTE:
FOR TRAFFIC SIGNS AND
PAVEMENT MARKINGS DETAILS,
SEE SHEET C-9.
REVISION DATE
A
LICENSED
PROFESSIONAL
ENGINEER
No. 8955-C
DRAWN BY: KWW
APPROVED:
40 20 0 40 80 o —
---— ME or\eN UNKDEVIJ?TM)?@SEJPP%TWISIOL.
CONSTRUCTION{ OF THIS PROJECT

Graphic Scale in Feet

RUMBLE STRIP

EXISTING 59 MILE”
MARKER

=)
D <C L
\ e ” o Z
SN 8" WIDE WHITE CHANNEL STRIPING =
WITH TYPE "C” PAVEMENT Z=
—05" - . R=26’ MARKERS AT 20° O.C. g =
4" WIDE WHITE EDGE PAVEMENT L A = E
STRIPING WITH TYPE 'C” / \ 23
PAVEMENT MARKERS AT 40° 0.C. =~ - X eeron - Tt T N4 WIDE DOUBLE YELLOW STRIPING <=
g 4" WIE YELLOW CUDELIVES WITH TYPE *D” PAVEMENT MARKERS < Lg
s o
// 2" LONG 4’ GAP AT 207 0.6 = EDGE OF PAVEMENT AND STRIPING .
8” WIDE WHITE CHANNEL / \\ 5 (NOT IN CONTRACT, CURRENTLY IN -
STRIPING WITH TYPE " I CONSTRUCTION) gl
PAVEMENT MARKERS AT KAWAIHAE ROAD (STATE) \ HELCO. WAIMEA , 4" WIDE DOUBLE YELLOW STRIPING 2l
20’ 0.C B S Nl Exist, WHITE EDGE FAVEMENT GENERATION PLANT l / WITH TYPE "D" PAVEMENT MARKERS AT 5|z
C. R/W STRIPING WITH PAVEMENT T Bmbo01 16 ||| % 20" 0.0 fy R3-5(R) P
B STA. 788+17.30 MARKERS TO REMAIN : ' % / % 30°X36 P
12" WHITE STOP BAR yg RELOCATED POWER POLE WITH oNLY | REF: STD. |
INSET == ! :/ / TYPE Il OBJECT MARKER PLANS TE-04 DEPARTMENT OF =
SCALE: 1"=20' R/W—— ll | "—'R/ (/4 REF. STD. PLAN TE=15 HAWAIIAN HOME LANDS
' STATE OF HAWAY 1 8" WIDE WHITE CHANNEL STRIPING WITH 4" WIDE WHITE GUIDELINE STRIPING, TMK: 6-6-01:40
WK 6—6-01-10 o TYPE "C" PAVEMENT MARKERS AT 20’ O.C. REF. STD. PLAN TE-28 o
| bolen REF. STD. PLAN TE-26 4” WIDE WHITE EDGE PAVEMENT 3
J: ! ’-— RIGHT TURN PAVEMENT ARROW MARKING, STRIPING WITH TYPE "C" PAVEMENT Q}E
L 2 AT 80 MARKERS AT 40’ 0.C. w2
3 | : —10" WIDE EASEMENT IN 8
& 4” WIDE WHITE GUIDELINE STRIPING 4” WIDE DOUBLE YELLOW STRIPING | b = FAVOR OF STATE DOT RELOCATED POWER POLE WITH Qe o
< |BE REF. SID. PLAN TE-28 WITH TYPE D" PAVEMENT MARKERS T 10" WIDE "NO VEHICLE ACCESS TYPE Il OBJECT MARKER RELOCATE EXISTING NISY
Qles AT 20" 0.C ey p REF. STD. PLAN TE-15 SPEED LMIT" SIGN TO 5|29
NS 4" WIDE DOUBLE YELLOW T / : PLANTING SCREEN™ EASEMENT STA. 783492 B KAWAMAE R |Q .
sles MEDIAN STRIPING WITH TYPE "H” ; : / , r ‘ : <|x= EXISTING 8" WHITE
S| = S o / 4" WIDE WHITE EDGE PAVEMENT . r.._& 150’ RIGHT TURN LANE 164'-4" TAPER ROAD o/s 25 KRS STRIPING PER STD.
<|z8% ;gﬂ’s%’ gff/c(ffg_ zzg 0.L. STRIPING WITH TYPE "C" PAVEMENT | \ \ | ) | X PLAN TE-46
I EXE -2l /_R W MARKERS AT 40’ 0.C. s |l N iRy e e )
_ _ | o VN N T — 7 — o _ / o
- \ \ / U N F ” N Y /
3 [ROAD  (STATE) % SN Y 80 0C ,
s KAWAIHAE R B, T C
~— T0 KAMUELA S 794+00 e ———~—~—% ~ —  — — 5 — - - - RNl o  E—— ——~ TN TS 1 To KA~
X_ 29200 784400 783+00 T
S f 795+00 792+00 79100 790+00 \ 789+00 70" 0.C. (TYP,) 788+00 B — e 786+00 ="K 4 E\ o —
!
— - J ] \ F / L] au : 3,
% b .
- & ST S — / — - N A HI ; AN W
” ' LANE REDUCTION— EXISTING »
ROAD MONUMENT — EXIST. 4” V%/DE /{VH/TE 12" WIDE )’ELLOW—/ R LB WIDE WHITE CHANNEL STRIPING WITH ARROW MARKING "STOP” SIGN 5,40%5 YSE}L,@%G §§§0,€'2-§§Z Rg/-I}JEBELTEc{Tg/P %%Ng/c/v
STA. 794+02.20 EDGE PAVEMENT STRIPING DIAGONAL STRIPING —LEFT TURN PAVEMENT TYPE “C" PAVEMENT MARKERS AT 20’ O.C. ’
WITH PAVEMENT MARKERS ARROW MARKING, 4 AT 70 REF. STD. PLAN TE-26 RELOCATED RUMBLE 4” WIDE DOUBLE YELLOW EXISTING "NARROW EXISTING

DESCRIPTION

MADE BY

APPROVED

W A~ Community Planning and Engineering, Inc.

Engineering Design | GConstruction Management | Infrastructure Planning
100 Alakea Street, Sixth Floor

Honoluhi, Hawall

LALAMILO HOUSING PHASE 2A

WAIMEA, SOUTH KOHALA, HAWAII

OWNER & DEVELOPER: DEPARTMENT OF HAWAIIAN HOME LANDS

KAWAHHAE ROAD IMPROVEMENTS AT
SOUTH KOHALA DISTRIBUTION ROAD

TRAFFIC SIGNS AND
PAVEMENT MARKINGS PLAN

ENGINEER:

Kww

CHECKED BY:

RYS

LICENSE EXPIRATION DATE: 04/30/12

WILL BE UNDER MY OBSERVATION.

Dwe. No. C=8

SHEET 6 OF

FILE

POCKET

FOLDER

NO.

15 SHEETS




R/W R/W

60’
B 10
R/W , r/W 30’ 30 545£M£Nr | _EASEMENT | _ WIDTH _ |
60 — =T (oon) NO VARIES
8 ' | VEHICLE
, , 6 ACCESS
| J0.2 — 29.8 SHOULDE/? SHOULDER
| 58’ 9’ l
| EXISTING EX/ST/NG 87 11° 11° Fol e
SHOULDER SHOULDER EXISTING TRA VEL STORAGE TRAVEL | RIGHT TURN
L | ' : GROUND LANE LANE LANE ONLY LANE -
14.4’ 10’ 12’ 11.9° | , , a2
. EXSTNG | EXISTING | EXISTING EXISTING 1.1 14.0 GRADE
. GROUND ROAD ROAD GROUND | 2% 2% I | 29
X = < 5> ,,.““”"“:.:““ <7
2% 2% J EXSTING A C'j gﬁ ;g/;ﬂ?r(%gg \— NEW BASE COURSE A
_______ . = . I PAVEMENT
S = | SEF DETAIL, SHEET C~10 SEF DETAIL, SHEET C~10 BARBED WIRE FENCE
EXISTING BARBED WIRE
FENCE
KAWAIHAE ROAD SECTION (B STA. 787+30) m
KAWAIHAE ROAD SECTION (8 STA. 783+15) [ A TR C-a
SCALE: 1'=10" C-4
R/W R/W R/W R/W
60’ 60’ |
8 , r i
30’ 30 30’ 30’
il il [—< |l -
: ’ 32’ 6.0’ : .6 6
5.9 STRIPING PAVED SHOULDER SHOULDER
SHOULDER MEDIAN SHOULDER
9)

12,6’ . 11.6° 10.2° 11 11’ 7,
. EXISTING TRAVEL TRAVEL LANE EXISTING | EXISTING TRAVEL " l LEFT TURN TRAVEL EXISTING
. GRoUND LANE GROUND | GROUND LANE ONLY LANE LANE GROUND
|16 o123
15 Il
- e AR L 1 2% |
~~~~~ = s —— == ——
EXISTING A.C.J MATCH EXISTING 1 EXISTING AC. _/ MATCH EXISTING
PAVEMENT PAVEMENT EDGE NEW BASE COURSE PAVEMENT PAVEMENT EDGE NEW BASE COURSE
EXISTING BARBED WIRF SEE DETAIL, SHEET C-10 SEE DETAIL, SHEET C-10 SEF DETAIL, SHEET C-10 SEE DETAIL, SHEET C-10
FENCE
KAWAIHAE ROAD SECTION (Q STA. 784+11.59) m KAWAIHAE ROAD SECTION (Q_ STA. 790+00) m
SCALE: 1'=10" C-4 SCALE: 1'=10" C-4
R/W R/W
60 RIW , R
B 10’ 10’ 60
30’ 30’ EASEMENT | EASEMENT | _ WIDTH
= ST por) T | NO | VARES 29.9" Z 308"
| | VEHICLE | : — i -
5.6 , ACCESS | , ,
SHOULDER 6 | J.6 5.5 |
SHOULDER EXISTING EXISTING
, ER
0.8 0.3 0.3 3_ SHOULDER | SHOULD
EXISTING TRAVEL ‘ STORAGE TRA VEL R/GHT TURN 145" ‘ 11 142
GROUND LANE LANE LANE ONLY LANE —  FINISH | EXISTING EXISTING EXISTING EXISTING | REVISION DATE DESCRIPTION NADE BY APPROVED
| 145" CRADE GROUND ROAD ROAD GROUND - - —
, - | l I O A Community Planning and Engineering, Inc.
2% 27 | l o9 EXISTING Q' Engneering Design | Construction Management | infrastructure Planning
ey — R . GROUND 1100 Alakea Street, Sixth Floor Honolu, Hawall
<= . R e T TSy T 2,/ <——-——-—270 __»270'
EXISTING A.C f MATCH EXISTING -r- k=777 R T e LALAMILO HOUSING PHASE 2A
PAVEMENT PAVEMENT EDGE NEW BASE COURSE PARBED WIRE FENCE KAWAHHAE ROAD IMPROVEMENTS AT
EXISTING BARBED WIRE SEE DETAIL, SHEET (=10 SEE DETAIL, SHEET €10 SOUTH KOHALA DISTRIBUTION ROAD
FENCE WAIMEA, SOUTH KOHALA, HAWAII
OWNER & DEVELOPER: DEPARTMENT OF HAWAIIAN HOME LANDS
. LICENSED
PROFESSIONAL
KAWAHAE ROAD SECTION (B STA. 786+26.86) [ C KAWAIHAE ROAD SECTION (B STA. 794:30) [ F TYPICAL ROADWAY SECTIONS
SCALE: 1'=10" C-4 SCALE: 1'=10" C-4 No. 8955-C

DRAWN BY: KWw ENGINEER: KWw CHECKED BY: RYS

APPROVED:

\THIS WORK WAY PREPARED BY
ME OR UNDER MY SUPERVISION.
CONSTRUCTION OF THIS PROJECT
WILL BE UNDER MY OBSERVATION.
LICENSE EXPIRATION DATE: 04/30/12

ALE POCKET FOLDER NO.

DwG. No. C-6 SHEET 7 OF 15 SHEETS




LEGEND SIGN SCHEDULE

§  son
CW24-1A(L) CW20-1A(2D) W20-7a(D)
° CONE OR DELINEATOR A o ) 4848 —
o)
(Y
- DIRECTION OF TRAFFIC 2\<
XX cw13-1(xx)-A 5|z
WORK AREA ~1(XX)~ o
CW24-1A(R) CW20-1A(30) wpi| 24%24” 2|
48 x48 48’3(48” |
j TD POLICEMAN OR FLAGMAN =5 62020 =
ROAD WORK | 48%24” —
/ <
\ CW20-14d CH20-1A(4D) *E
48x48" 48°48” ok
é =
= £
(75} >
23
28
| i LIS E NOTE: EXISTING BARBED WIRE FENCE
EXISTING KAWAIHAE PRESSURE ELCO WAIMEA = CONTRACTOR SHALL PROVIDE AT LEAST ONE
/ BREAKER NO. 1 0.10 MG | GENERATION PLANT 35 LANE ACCESS IN/OUT OF SOUTH KOHALA
_ CONCRETE TANK o THK: 6-6-01:16 = DISTRIBUTION ROAD AT ALL TIMES.
WARKA TANK 1.0 M6 | | /i EXISTING BARBED WIRE FENCE
RESERVOIR U/C — _\ i T CONNECT BARBED WIRE FENCE TO EXISTING AT
ik CONNECT BARBED WIRE FENCE TO EXISTING AT STA. 77844 B KAWAHAE ROAD of/s 42’
, STA. 787+61 B KAWAHAE ROAD o/s 63"
| DEPARTMENT OF
J END STATE OF HAWAII 5| i BARBED WIRE FENCE HAWAIAN HOME LANDS
: THK: 6-6-01:10 Sl ] L=910¢ FT THK: 6-6—01:40
~ - ROAD WORK / i £ / 120 BUFFER 250" TAPER
; / 3 I ]
‘ \i i ] A0y, ) T 721‘*;: ‘NS i — _ I —
I A : e == S EaE R N a——.
—~— 70 KAMUELA — P e 3 R R B R R R R~ — == v v v v o emw o 0 oy
i ta U - NELSm— : KAWAIHAE | ROAD (STATE) W R
v [ 4 s ’ ’ N
" 1000’ 250" " 250° 250° 250" TAPER 120" BUFFER 150 150 00
HAWAIl PREPARATORY ACADEMY
THK: 6-5-01:33 /
END / 2
ROAD WORK ///
EXISTING STOP
XX XX SIGN TO REMAIN
M.P.H M.P.H. M.P.H M.P.H
OFFSET DETOUR AHEAD SIGN
DO NOT INTERFERE WITH
EXISTING STOP SIGN
SCALE: 1"=80'
XX
M.P.H.
NOTES: GENERAL NOTES FOR TRAFFIC CONTROL PLAN
TABLE 1 FOR TRAFFIC CONTROL PLAN 1. CW20-1Ad SIGN REQUIRED FOR POSTED SPEED LIMIT OF 45 M.P.H OR GREATER. 1. THE PERMITTEE SHALL MAKE MINOR ADJUSTMENTS AT INTERSECTIONS, DRIVEWAYS, BRIDGES, STRUCTURES, ETC., TO FIT
-~ TAPER LENGTH /2 R—— SPACING OF CONES OR 2. SEE TABLE 1 FOR ADDITIONAL DIMENSIONS. FIELD CONDITIONS.
SnggTZZ/T SPACING (FEET) BUFFER SPACE (FEET) 3 ONE LANE ROAD (CW20—4) AND FLAGGER AHEAD (CW20-7) SIGNS SHALL BE 2. CONES OR DELINEATORS SHALL BE EXTENDED TO A POINT WHERE THEY ARE VISIBLE TO APPROACHING TRAFFIC.
(MPH,) ) W= 12 GRZ-‘; TER (8) . REMOVED AND COVERED WHEN NO WORK IS BEING PERFORMED AND LANE IS 3. TRAFFIC CONTROL DEVICES SHALL BE INSTALLED SUCH THAT THE SIGN OR DEVICE FARTHEST FROM THE WORK AREA
A (FEET) | OR LESS | Than' 13" (FEET) TAPER | TANGENT zfgg NOT CLOSED. SHALL BE PLACED FIRST. THE OTHERS SHALL THEN BE PLACED PROGRESSIVELY TOWARD THE WORK AREA.
@ @ 4. THE ADVISORY SPEED (XX) SHALL BE DETERMINED BY THE ENGINEER. 4. REGULATORY AND WARNING SIGNS WITHIN THE CONSTRUCTION ZONE THAT ARE IN CONFLICT WITH THE TRAFFIC CONTROL
00 Wx 17 35 20 20 10 , ,
gg gg §00 wi 7 % 2 2 0 5 SHOULDER TAPER: WHEN PAVED SHOULDERS FAVING A WIDTH OF 6—FT. OR PLANS SHALL BE REMOVED OR COVERED. ALL SIGNS SHALL BE RESTORED UPON COMPLETION OF THE WORK
MORE ARE CLOSED, CHANNELIZING DEVICES SHOULD BE USED 10 CLOSE 5. FLAGGERS AND/OR POLICE OFFICERS SHALL BE IN SIGHT OF EACH OTHER OR IN DIRECT COMMUNICATION AT ALL TIMES.
J0 250 250 W x 20 85 30 J0 10 THE SHOULDER IN ADVANCE OF THE MERGING TAPER TO DIRECT VEHICULAR
- %35 250 250 W x 20 120 35 35 10 TRAFFIC TO REMAIN WITHIN THE TRAVELED WAY. 6. WHEN REQUIRED BY THE ISSUING OFFICE, THE PERMITTEE SHALL INSTALL A FLASHING ARROW SIGNAL AS SHOWN ON
40 500 350 W x 30 170 40 40 10 - THE TRAFFIC CONTROL PLANS.
45 500 550 | Wx45 220 65 | 45 | 10 o et A (C”J,‘;_ZE(AZ)’;O’;’E; e o 7. SIGN SPACINGS (D), TAPER LENGTHS (1) AND SPACING OF CONES OR DELINEATORS SHALL BE AS SHOWN ON TABLE 1, — e
50 1000 600 W x 50 280 50 50 10 (OHT—4(R) SIGN SHALL BF USED INSTEAD OF THE DOUBLE. REVERSE CURVE UNLESS OTHERWISE NOTED ON THE TRAFFIC CONTROL PLANS. o 'JN Community Planning and Engineering, Inc.
55 1000 700 W x 55 335 55 55 10 (CH2A~1A(L) SIGN 8 ALL TRAFFIC LANES SHALL BE A MINIMUM OF 10 FEET WIDE. & Frshowg Deslon | Constnoton Manomnart | iiretuctne Plrng
A oa 80 Honolulu, W
NOTES: 9. ALL CONSTRUCTION WARNING SIGNS SHALL BE PROMPTLY REMOVED OR COVERED WHENEVER THE MESSAGE IS NOT
7. BUFFER ZONE REQUIREMENTS SHALL BE DETERMINED BY THE ENGINEER. APPLICABLE OR NOT IV USE LALAMILO HOUSING PHASE 2A
O ¥ = yor oF L SHOULDER, O OFFSET KAWAIHAE ROAD IMPROVEMENTS AT
— % POSTED SPEED LT 10.  THE BACKS OF ALL SIGNS USED FOR TRAFFIC CONTROL SHALL BE APPROPRIATELY COVERED TO PRECLUDE THE DISPLAY
OF INAPPLICABLE SIGN MESSAGES (LE, WHEN SIGNS HAVE MESSAGES ON BOTH FACES). SOUTH KOHALA DISTRIBUTION ROAD

WAIMEA, SOUTH KOHALA, HAWAII
OWNER & DEVELOPER: DEPARTMENT OF HAWAIIAN HOME LANDS

11. AT THE END OF EACH DAY'S WORK OR AS SOON AS THE WORK IS COMPLETED, THE PERMITTEE SHALL REMOVE ALL
TRAFFIC CONTROL DEVICES NO LONGER NEEDED TO PERMIT FREE AND SAFE PASSAGE OF PUBLIC TRAFFIC. REMOVAL
SHALL BE N THE REVERSE ORDER OF INSTALLATION.

12.  PERMANENT PAVEMENT MARKINGS AND TRAFFIC SIGNS SHALL BE REPLACED UPON COMPLETION OF EACH PHASE OF WORK.

LICENSED
PROFESSIONAL
ENGINEER

No. 89565-C

TRAFFIC CONTROL PLAN - 1

DRAWN BY: KWW ENGINEER: KWW CHECKED BY: RYS
APPROVED:

WORK WAS P
80 40 0 80 160 ME OR UNDER UPERVISION.
;!;-;— CONSTRUCTION OF THIS PROJECT
WILL BE UNDER MY OBSERVATION.
Graphic Scale in Feet LICENSE EXPIRATION DATE: 04/30/12

FILE POCKET FOLDER NO.

DWG. NO. G=7 s _8 OF 15 SHEETS




LEGEND SIGN SCHEDULE

§  sow
END C620~2a
o cw24-1A(L) CW20-1A(2D) P
CONE OR DELINEATOR pris P ROAD WORK | 48%24
—
= DIRECTION OF TRAFFIC 0|2
XX CW13-1(Xx)-A A
WORK AREA upH)) 24°c24" A
CH24~1A(R) CH20~1A(3D) "1z
48 x48 48"048" B\=™
ﬁ ZI’D POLICEMAN OR FLAGMAN ==
CW20-1Ad \\ W20-
R X L

ED/COUNTY MAINTAINED)

‘; EXISTING KAWAIRAE

cmmmmemmm SOUTH KOHALA DISTRIBUTION ROAD

% EXISTING BARBED WIRE FENCE
N NOTE;
' <
PRESSURE BREAKER NO. 1 | Gfng?g%O%A’,@ﬁN, g CONTRACTOR SHALL PROVIDE AT LEAST ONE
— J 0.10 MG CONCRETE TANK | K- 6—6-01-16 LANE ACCESS IN/OUT OF SOUTH KOHALA
| Ly ' DISTRIBUTION ROAD AT ALL TIMES.
WAKA TANK 1.0 MG
- EXISTING BARBED WIRE FENCE CONNECT BARBED WIRE FENCE TO EXISTING AT
RESERVOIR U/C ,
STA. 778+44 B KAWAIHAE ROAD o/s 42
~ CONNECT BARBED WIRE FENCE TO EXISTING AT
o STA. 787+61 B KAWAIHAE ROAD o/s 63’ DEPARTMENT OF X X
y STATE OF HAWAII : BARBED WIRE FENCE HAP;;}///(ANEHgMI:O' 7{2‘2'05 MPH.
END TMK: 6-6-01:10 | 1=910¢ FT : =001 , ,
| ROAD WORK 500" ; 120" BUFFER 250" TAPER 250
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J, — IS N D - KAWAIHWNE'! ROAD 150° "\'1/[
1000’ 250’ 250 250 250" TAPER 120’ BUFFER ]

Q END /
HAWAII PREPARATORY ROAD WORK / /
ACADEMY

X TMK: 6-5-01:35 EXISTING STOP SIGN
3.<P.>!§. M.P.H M.P.H M.P.H. 70 REMAIN
OFFSET DETOUR AHEAD SIGN,
DO NOT INTERFERE WITH
) EXISTING STOP SIGN
SCALE: 1"=80’
XX
M.P.H
M.P.H.
NOTES: GENERAL NOTES FOR TRAFFIC CONIROL PIAN
1. CW20—1Ad SIGN REQUIRED FOR POSTED SPEED LIMIT OF 45 M.P.H OR GREATER. 1. THE PERMITTEE SHALL MAKE MINOR ADJUSTMENTS AT INTERSECTIONS, DRIVEWAYS, BRIDGES, STRUCTURES, ETC, TO FIT
TABLE 1 FOR TRAFFIC CONTROL PLAN FELD CONDITIONS.
TAPER LENGTH (1) SPACING OF CONES OR - SEE TABLE T FOR ADDITIONAL DIMENSIONS. 2 CONES OR DELINEATORS SHALL BE EXTENDED TO A POINT WHERE THEY ARE VISIBLE TO APPROACHING TRAFFIC
POSTED SIGN (FEET) LONGI TUDINAL DELINEATORS (FEET) 3. ONE LANE ROAD (CW20—-4) AND FLAGGER AHEAD (CW20-7) SIGNS SHALL BE : '
speep (T | SPACING BUFFER SPACE REMOVED AND COVERED WHEN NO WORK IS BEING PERFORMED AND LANE IS 3. TRAFFIC CONTROL DEVICES SHALL BE INSTALLED SUCH THAT THE SIGN OR DEVICE FARTHEST FROM THE WORK ARFA
(MP.H.) (D) W=12 | cotymp () WORK NOT CLOSED. | SHALL BE PLACED FIRST. THE OTHERS SHALL THEN BE PLACED PROGRESSIVELY TOWARD THE WORK AREA.
(FEET) | OR LESS | THAN 12' (FEET) TAPER | TANGENT | 4o 4. THE ADVISORY SPEED (XX) SHALL BE DETERMINED BY THE ENGINEER. 4 REGULATORY AND WARNING SIGNS WITHIN THE CONSTRUCTION ZONE THAT ARE IN CONFLICT WITH THE TRAFFIC CONTROL
@ @ 5 CHOULDER TAPER: WHEN PAVED SHOULDERS HAVING A WIDTH OF 8—FT. O PLANS SHALL BE REMOVED OR COVERED. ALL SIGNS SHALL BE RESTORED UPON COMPLETION OF THE WORK.
20 250 200 Wx 17 35 20 20 10 . : ~FT.
05 250 200 wi 17 55 25 25 0 MORE ARE CLOSED, CHANNELIZING DEVICES SHOULD BE USED TO CLOSE 5. FLAGGERS AND/OR POLICE OFFICERS SHALL BE IN SIGHT OF EACH OTHER OR IN DIRECT COMMUNICATION AT ALL TIMES.
30 250 250 Wx 20 85 30 30 10 % Ff,’f‘{é”é&%’f%’};ﬁf ,Zg ;vag%aﬁ’,fxmp ER 10 DIRECT VEHICULAR 6. WHEN REQUIRED BY THE ISSUING OFFICE, THE PERMITTEE SHALL INSTALL A FLASHING ARROW SIGNAL AS SHOWN ON
- X35 250 250 Wx 20 120 35 35 10 o VRSO 1S HORE THE TRAFFIC CONTROL PLANS.
40 900 J90 W x 30 170 40 40 10 6. FF THE TANGENT DISTANCE ALONG THE TEMPO 7. SIGN SPACINGS (D), TAPER LENGTHS (T) AND SPACING OF CONES OR DELINFATORS SHALL BE AS SHOWN ON TABLE 1
45 500 550 W x 45 220 45 45 10 THAN 600 FT. A REVERSE CURVE (CW1-4(L)) SIGN AND A REVERSE CURVE UNLESS OTHERWISE NOTED ON THE TRAFFIC CONTROL PLANS. REVISION DATE DfSCRIPHON : WADE BY . ::\PPROVED
50 1000 600 W x 50 280 50 50 10 (CW ! _4(R)) SIGN SHALL BE USED INSTEAD OF THE DOUBLE REVERSE CURVE 8 ALL TRAFFIC LANES SHALL BE A MINIMUM OF 10 FEET WIDE. C Community Planning and Engineering, Inc.
55 1000 700 Wx 55 335 55 55 10 (CW24—1A(L)) SIGN. Enginering Design | Construction Manegsment | Wirastucture Planring
7 BUFFER ZONE REQUIREMENTS SHALL B DETERMINED BY THE ENGINGER 9. ALL CONSTRUCTION WARNING SIGNS SHALL BE PROMPTLY REMOVED OR COVERED WHENEVER THE MESSAGE IS NOT 700 Alakes Stoci Sith Fioor e
NOTES: . ' :

APPLICABLE OR NOT IN USE.

LALAMILO HOUSING PHASE 2A
D W = WDTH OF LANE, SHOULDER, OR OFFSET 10.  THE BACKS OF ALL SIGNS USED FOR TRAFFIC CONTROL SHALL BE APPROPRIATELY COVERED TO PRECLUDE THE DISPLAY KAWAIHAE ROAD IMPROVEMENTS AT
— x  POSTED SPEED LMIT OF INAPPLICABLE SIGN MESSAGES (LE., WHEN SIGNS HAVE MESSAGES ON BOTH FACES).

SOUTH KOHALA DISTRIBUTION ROAD
WAIMEA, SOUTH KOHALA, HAWAII
OWNER & DEVELOPER: DEPARTMENT OF HAWAIAN HOME LANDS

11. AT THE END OF EACH DAY'S WORK OR AS SOON AS THE WORK IS COMPLETED, THE PERMITTEE SHALL REMOVE ALL
TRAFFIC CONTROL DEVICES NO LONGER NEEDED TO PERMIT FREE AND SAFE PASSAGE OF PUBLIC TRAFFIC. REMOVAL
SHALL BE N THE REVERSE ORDER OF INSTALLATION. LICENSED

12. PERMANENT PAVEMENT MARKINGS AND TRAFFIC SIGNS SHALL BE REPLACED UPON COMPLETION OF EACH PHASE OF WORK. gy

No. 8955-C TRAFF'C CONTROL PLAN - 2

DRAWN BY: KWW ENGINEER: KWW CHECKED BY: RYS
APPROVED:

80 40 0 80 160 THIS WORK WAS PREFARED BY
E;!_— ME OR UNDER MY UPERVISION.
CONSTRUCTION OF JHIS PROJECT
Graphic Scale in Feet WILL BE UNDER MY"OBSERVATION.

LICENSE EXPIRATION DATE: 04/30/12

FILE POCKET FOLDER NO.
DWG. NO. G=-8 s 9 OF 15 SHEETS




NOTES:

1. SIGNS SHALL BE ATTACHED TO POSTS WITH %s” ZINC
PLATED STEEL BOLTS, NUTS AND WASHERS.

2. SIGNS 48" WIDE OR LARGER THAN 10 SQ. FT. IN AREA
SHALL BE MOUNTED ON 2 - 2" DIAMETER GALV. POSTS.

%" x " SLot

A
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o oy THE SIGN SHALL BE INSTALLED WITH AT LEAST 1 FT. s
e CLEARANCE FROM THE SIGN EDGE TO THE CURB FACE. -
=
= SIDE VIEW
$
N
BRACKET ~—— METAL STREET _
LIGHT STANDARD S T )
| STREET SIGN—]| SR
_\ ~— Yy
! !
- ! STREET SIGN ) \ J— == i
1 S AN L]
7 L)
| ” 3" WIDE STANLESS *’l
] \ — STEEL STRAP
PLAN
TYPICAL SIGN POST STRAP DETAIL BRACKET DETAIL
NOT TO SCALE NOT TO SCALE NOT TO SCALE
0.50"-0.70" 0.50"-0.70"
3854057 3857405 -
|2
~WAx |
f REFLECTIVE ndl f REFLECTIVE 7
. SURFACE . SURFACE
S S
A . Y .
o 30" MAX, P 30" MAX,
~3 ~3
REFLECTIVE \ \B\
SURFACE ] Y i
TYPE C TYPE H

RED-CLEAR REFLECTIVE MARKER

NOT TO SCALE

RAISED PAVEMENT
MARKERS (TYP.)

12" WHITE
STOP BAR

DOUBLE YELLOW
CENTERLINES

CENTERLINE AND STOP BAR DETAIL

WHITE EP LINE

¢ LANE AND
RUMBLE STRIP

B ROADWAY

0.12"

MAX.

ONE-WAY YELLOW REFLECTIVE MARKER

NOT TO SCALE

gl

4" WIDE YELLOW LINE

DOTTED YELLOW GUIDELINE

NOT TO SCALE

NOT TO SCALE

—
—

A

LANE REDUCTION ARROW

|
CENTER OF LANE —
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H—  CENTER OF IANE
|

I N 1
LI L6210,
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-

———— DIRECTION OF TRAVEL

EQUAL

RUMBLE STRIP LOCATIONS
OFFSET
| REMARKS
STATION RIGHT | LEFT
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786469 ® |[RELOCATE FROM 786438
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